
 CARTON CLAMP
 LC35H-10-3AC

SPECIFICATIONS
CAPACITY .  .  .  .  .  .  .  .  .  .  3500 lbs. @ 24 in. load center
MOUNTING .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . ITA II & III
LOWER HOOK .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . bolt-on

B FRAME WIDTH .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 41.0  in.
H ARM HEIGHT .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 48.0  in.
L ARM LENGTH .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  48.0  in.
T ARM THICKNESS .  .  .  .  .  .  .  .  .  .  .  .  .  .  2.13  in. at pivot
O MINIMUM OPENING .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 21.38 in.
O MAXIMUM OPENING .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  77.5  in.
A HOOK SPREAD .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 29.0  in.

WEIGHT .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1550 lbs.
LL LOST LOAD .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  5.88 in.

HCG HORIZONTAL CG .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 15.8 in.
VCG VERTICAL CG .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 12.2 in.

LATERAL CG .  .  .  .  .  .  .  .  .  .  .  . 10.6 in. @ maximum shift

MAXIMUM OFFSET .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 14.03 in.
HYDRAULICS .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Side Shifting
HYDRAULICS .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . Flow Divider
RECOMMENDED PRESSURE .  .  .  .  .  .  .  .  .  .  . 2250 psi
MAXIMUM PRESSURE .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2400 psi
MINIMUM FLOW .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 12.0 gpm
RECOMMENDED FLOW .  .  .  .  .  .  .  .  .  .  .  .  .  . 16.0 gpm
MAXIMUM FLOW .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 20.0 gpm
OPTION .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . armor plate system

Hydraulic flow less than recommended will reduce operating
speed.
Hydraulic flow greater than maximum will generate excess
heat and can reduce system life.
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